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 Washable H14 Filter

 3 Levels of Filtration 

  2.8M Long-Reach Hose

 Rewind Cable Storage 

 10M Hi-Vis Cable

Advanced Filtration
M-Class compliant, the long-life and washable HEPA filter provides the most 
advanced filtration of 99.995% at 0.3 microns.

Built to Last
Made for tough with long-life 620W motor proven to last many, many years.

Powerful & Efficient
Patented AirFlo technology brings exceptional performance.

Ease of Transit
Compact size, the TRM240 is easily stored and manoeuvred from van to site.

A Tool for Every Job
Professional and versatile AS76 accessory kit and Stainless Steel tube set. 

9L 
Capacity

620W 
Motor

8.1KG 
Weight

Type M 
Filtration Class

48L/Sec
AirFlo

390x360x360mm 
Dimensions (HxLxW)

32m
Cleaning Range

HEPA14 Filter Cartridge

High-efficiency TriTex Filter

Triple-layer HepaFlo Filter Bag

3 Levels of Filtration

*Filter may differ from image shown.

There is a legal duty for employers to prevent or adequately 
control worker exposure to construction dust.

The NEW TradeLine TRM240 is an effective and affordable solution 
to ensure site compliancy where an M-Class product is required. 
Robust and durable, the TRM240 provides everything you expect 
from a trusted brand, whilst significantly reducing exposure to dusts 
which are hazardous to health.

Certified 
HEPA14 
Filtration

Delivering outstanding performance, 
value and reliability with M-Class filtration.

What type of Vacuum do you need?

Machine Type Materials
Maximum

Permeability
Maximum Allowable 
Concentration (MAC)

L-Class 
Low Risk

General Dust, Mixed 
Dust, gypsum

≤ 1.0%
Dusts with MAC 

>1 mg/m3

M-Class 
Medium Risk

Soft / hardwood, 
Silica, masonry, paint, 

plastic, ceramic
< 0.1%

Dusts with MAC 
≥ 0.1mg/m3

H-Class 
High Risk

Asbestos < 0.005%
Dusts with MAC 

< 0.1 mg/m3

Low Flow Indicator


