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Data SheetData Sheet
Rated Motor Power (W) 1000 W / 1000W x 2 off
Power 230v AC 50/60Hz
Airflow Motor only 49 / 98 L/sec
Max Suction H20 2400
Kit BS7
Capacity (Wet) 70.0 Litres
Cleaning Range (M) 26.8
Weight (Ready to use) 31.5 / 34.0 / 40.4 kg
Dimensions (W x L x H) 684mm x 785mm x 935mm
Mains Lead HO5VV-F 10 x 2 x 1.00 mm2

Protection Class Class II
Sound Pressure 73.6 / 79.0 dB

WV1800DH (Dump Hose) Single motor
WVD1800DH (Dump Hose) Twin motor
WVD1800AP (Auto Pump) Twin motor
Equally big in performance, the 70L wet pick-up 1800 is not just big 
in capacity.

Unrivalled Performance
Built To Last Made from Structofoam 
Powerful & Efficient
Easy, Clean & Safe Emptying
Large Capacity Clean for Longer
Rear Discharge Dump Hose & Auto Pump models
Safety Trash Basket

WV1800DH WVD1800DH/AP
Wet Vacuum Industrial RangeWet Vacuum Industrial Range

StructoFoamStructoFoam
ConstructionConstruction


